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Ri-Lam Floor Talker M200 series is a self-adhesive lamination film used to 
protect digitally printed floor graphic images.
The transparent monomeric calendered vinyl face film is structured to provide 
anti-slip properties and is classified R10 according to DIN 51130:2014.
The permanent solvent-based adhesive adheres on Ri-Jet M100 media printed 
with solvent, ecosolvent, latex and UV curable inkjet inks.
All products are REACH & RoHS compliant.

• Short term indoor floor graphic
• Provide anti-slip properties, classified R10
• Protect printed media from abrasion and retard colour fading
• Provide homogeneous finish

• Face film: 200 μm structured monomeric calendered vinyl
• Adhesive: permanent clear solvent-based acrylic
• Release liner: glassine 90 g/m2

Face thickness, without adhesive 200 μm ISO 534-80

Face thickness, with adhesive 220 μm ISO 534-80

Tensile strength (machine direction) > 50 N/cm ISO 527

Elongation at break (machine direction) >100% ISO 527

Fire resistance on aluminium Self-extinguishing ISO 3795:1989

Dimensional stability   0,5 mm  FTM 14
(1 week @70 °C on glass)

Initial adhesion on glass (20 minutes) 7 N/25mm  FTM 1

Adhesion on glass (24 hours)  9 N/25mm  FTM 1

Final adhesion on glass (1 week) 10 N/25mm FTM 1

Anti-slip classification  R10  DIN 51130:2014

Minimum application temperature +10 °C

Service temperature   From -40 °C to +90 °C

Glassine liner   90 gsm  ISO 536


